Image Enhancement of Medical Images using Gabor Filter Bank on Hexagonal Sampled Grids

Veni.S A, K.A.Narayanankutty B

Abstract—For about two decades scientists have been developing techniques for enhancing the quality of medical images using Fourier transform, DWT (Discrete wavelet transform), PDE model etc., Gabor wavelet on hexagonal sampled grid of the images is proposed in this work. This method has optimal approximation theoretic performances, for a good quality image. The computational cost is considerably low when compared to similar processing in the rectangular domain. As X-ray images contain light scattered pixels, instead of unique sigma, the parameter sigma of 0.5 to 3 is found to satisfy most of the image interpolation requirements in terms of high Peak Signal-to-Noise Ratio (PSNR), lower Mean Squared Error (MSE) and better image quality by adopting windowing technique.

Keywords—Hexagonal lattices, Gabor filter, Interpolation, image processing.

I. INTRODUCTION

X-ray image enhancement is the process of enhancing edges progressively until optimal levels of clarity are reached in the x-ray image. Basically the edge segments of the image are enhanced by making its light parts lighter and its dark parts darker along the edges, preserving interior textures at their original gray level values. An interactive system was employed in [1] which enhances a digital radiogram, giving the radiologist a refined image on which to base a diagnosis. In [2], a local adaptive image enhancement and simultaneous denoising algorithm for fulfilling the requirements of digital X-ray image enhancement is introduced. An approach to image enhancement of digital chest radiographs is described by Du-Yih TSAI and Katsuyuki KOJIMA [3]. The method is to employ various non-linear mapping functions to different scale levels at the transform domain. The mapping functions are used to project a set of discrete wavelet transform (DWT) coefficients to a new set of DWT coefficients.

In [4], a new method for contrast enhancement of MR brain images was proposed using a canonical correlation based kernel independent component analysis (KICA). The method presented for enhancing medical images generated from X-rays in [5] is based on a nonlinear partial differential equation (PDE) model, Kramer’s PDE model. M. Dirk Robinson [6] used a fast nonlinear deblurring algorithm, specifically address the nonstationary noise associated with multiframe reconstructed images for enhancing digital mammogram images. Thus, for about two decades scientists have been developing techniques for processing pictorial information by means of digital computers with various techniques and algorithms. All these works are based on the images on rectangular Grid. The work proposed in this paper is based on hexagonal sampling grid to process the enhancement of medical images as it has many features.

Since Golay [7], the possibility of using a hexagonal structure to represent digital images and graphics has been studied by many researchers [8-14]. Hexagonal grid of pixels can be represented on the existing rectangular screens for modeling and processing purpose, which is more suitable for computer vision modeling [15]. Manipulating data sampled on one lattice to produce data sampled on a different lattice is termed as resampling. In this approach, the original data is sampled on a square lattice while the desired image is to be sampled on a hexagonal lattice (Figure.1)

![Image Acquisition on square grid → Resampling square grid to hexagonal grid → Processing on hexagonal grid → Visualization](image)

Fig. 1 Acquisition of hexagonally sampled images

The resampling method used in this paper is as follows. For each odd line, find the midpoint between two adjacent pixels by simple linear interpolation (i.e., mid = (left + right) / 2) [16]. Discard the left and right, keeping only the mid values. This gives us a hexagonal mapping from a regular square or rectangular grid. The procedure is as follows:

\[
p^{\text{new}}(x, 2y) = p^{\text{old}}(x, 2y)
\]

(1)

\[
p^{\text{new}}(x, 2y+1) = (p^{\text{old}}(x, 2y+1) + p^{\text{old}}(x+1, 2y+1))/2
\]

(2)

During the acquisition of the images from rectangular lattice to the hexagonal lattice, it was observed that there is a considerable loss in image quality [Fig.2(a)]. So, selection of suitable interpolation technique is needed before processing the image. Image reconstruction through interpolation is...
II. GABOR FILTERS

A. Overview of Gabor filters

Gabor filters have desirable properties for picture analysis and feature extraction: They are selective in space, spatial frequency and orientation, achieving the theoretical limit for joint resolution in the spatial and spatial frequency domain [27]. Therefore, they have been widely used in these fields in recent years [28-31]. Those filters were also used to describe the behavior of simple cells in area V1 of the human visual cortex, which has turned out to be very successful [32]. Hubel and Wiesel [33] found simple cells in a cat’s visual cortex, which was sensitive to frequency and orientation of an image perceived. Experiments revealed that a Gabor filter takes the form of a Gaussian modulated complex sinusoid in the spatial domain. The standard definition proposed by B. S. Manjunath and W. Y. Ma [34] is used (Equation 3). A two dimensional Gabor function g(x, y) and its Fourier transform \( G(u, v) \) can be written as:

\[
g(x, y) = \frac{1}{2\pi\sigma_x \sigma_y} \exp \left( -\frac{x^2 + y^2}{2\sigma_x^2} - j2\pi(x\cos\theta + y\sin\theta) \right)
\]

or

\[
g(x, y) = \frac{1}{2\pi\sigma_g} \exp \left[ -\frac{x^2 + y^2}{2\sigma_g^2} \right] \exp(j2\pi F(x\cos\theta + y\sin\theta))
\]

In the frequency domain,

\[
G(u, v) = \exp \left\{ - \frac{1}{2} \left( \frac{u - W}{\sigma_u} \right)^2 + \frac{v^2}{\sigma_v^2} \right\}
\]

Where

\[
\sigma_u = \frac{1}{2\pi\sigma_x} \quad \text{and} \quad \sigma_v = \frac{1}{2\pi\sigma_y}
\]

While \( \sigma_x \) and \( \sigma_y \) are the standard deviations of the elliptical Gaussian along \( x \) and \( y \) axes. The DC values of 2D Gabor filters were removed in order to eliminate high response to absolute intensity values. Filter parameters were obtained using the following Formulas:

\[
a = \left( \frac{U_h}{U_l} \right)^{-\frac{1}{s-1}}
\]

\[
U_0 = \frac{U_h}{a(s-m)}
\]

\[
\sigma_u = \frac{(a-1)U_0}{(a+1)2\ln 2}
\]

\[
\sigma_v = \tan \left( \frac{\pi}{2k} \right) \left[ U_h - 2\ln \left( \frac{\sigma_v^2 U_h}{\sigma_u^2} \right) \right] \left[ 2\ln 2 - \frac{(2\ln 2)^2 \sigma_u^2}{U_h^2} \right]^{-\frac{1}{2}}
\]

Where \( S \) is the total number of stages and \( m = 0.1, \ldots, S-1 \). The DC values of 2D Gabor filters were removed in order to eliminate high response to absolute intensity values.
B. Importance of windowing

Usually, it is not possible to process all the samples of a signal simultaneously. The signal is processed in reduced segments, chosen with an analysis window. By choosing a size of an adopted window, we can generally observe that the signal is stationary during the duration of the analysis period. Apodization windows are often used in signal processing to reduce the ill effects of finite processing windows. The windowed signal $X_w(k)$ is thus represented as the product of the signal and of the weighted window:

$$X_w(k) = x(k).w(k)$$

Where $x(k)$ is the signal to be analyzed and $w(k)$ the weighting or temporal window of null value outside the observation interval. This temporal product is transformed in the frequency domain by a convolution product of the Fourier transforms of the sequence and window. A window is needed which does not suddenly cut off the signal at its edges, but rather one which smooths the signal gradually down to zero at its edges. One candidate for this is selected as the Hanning window \[35\]. This is defined by

$$h_k = 0.54 - 0.46 \cos \left( \frac{2\pi k}{N-1} \right), \quad 0 \leq k \leq N$$

Effect of the Gabor filter with Hanning window on the texture image with hexagonal sampling is discussed in the section IV.

III COMPUTATIONAL RESULTS

A. Gabor Filter Bank

The filter bank was carried out with six orientations as $0^\circ$, $30^\circ$, $60^\circ$, $90^\circ$, $120^\circ$ and $150^\circ$ and three radial frequency values: $F = (0.3536, 0.1768$ and $0.0884)$. This leaves us with a total of 18 filters that cover the frequency domain. Different standard deviation values of the Gaussian curve were tested, those being the three values used in the study $\sigma_g = (2.91, 5.82$ and $11.64)$ \[Equation (3)\].

The image resulting from the filtering process is shown in Figure 6(b) with clarity in the image. The results show that the proposed methodology works effectively with any complete directional decomposition.

B. Gabor filter bank for hexagonal sampled Image

Next the filter bank was carried out with three orientations $0^\circ$, $60^\circ$ and $120^\circ$. The filter bank was applied to the hexagonal sampled images e.g chestxray.tif - Figure 2(b) which is of poor quality obtained for the input image shown in Figure 2(a). Half pixel shift method for the acquisition of hexagonal lattice from rectangular lattice is used as reported in our earlier paper \[36-37\].
Fig. 6 (a),(c),(e),(g) Original images of chestxray.tif, thumb.jpg, brain.jpg and mri.tif respectively (b), (d), (f) and (h) Gabor filtered image with the effect of filter bank corresponding to the original images

C. Gabor kernel with windowing technique

Fig. 7 shows the Gabor kernel with Hanning window discussed in section II-B. Figure 8 shows the response of an image obtained by convolving the kernel of Figure 7. With the effect of window, the image is free from spurious shading and features of the image are very clear compared with the original image. The results show that the obtained image quality is better, smoothed and the orientations/edges are very clear (Figure 9). Performance measures in terms of Peak Signal-to-Noise ratio (PSNR) and Mean Squared Error (MSE) were analysed and listed in Table 1 which shows marginal improvement with hexagonal lattice when operating the Gabor filter on the image. For sigma value between 0.5 to 3 better results are obtained in terms of high PSNR and lower MSE values. Generally $\sigma = 0.75$, $\sigma = 1.5$, $\sigma = 3$ for simple, medium and large simple cell width respectively [39].

![Gabor Kernel with Hanning Window](image)

Fig. 7 Gabor kernel with Hanning window

Fig. 8 Gabor response for $\theta = 0^\circ$, $60^\circ$ and $120^\circ$ for the hexagonal sampled image shown in Figure 2(b)

From the analysis, it was found that the processed images are of better quality with these sigma values and the results are plotted for $\sigma = 1.5$ in Table 1 and Table 2. Table 1 shows the performance comparison of the Gabor filter response of the images on rectangular and hexagonal lattices. Table 2 shows the performance comparison of the Gabor filter response of the images with and without windowing technique on hexagonal lattice.

### Table I Performance Comparison of the Gabor Filter Response of the Images on Rectangular and Hexagonal Lattices ($\sigma = 1.5$)

<table>
<thead>
<tr>
<th>Image</th>
<th>Gabor Filter Response on Rectangular Lattice</th>
<th>Gabor Filter Response on Hexagonal Lattice With Hanning Window</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>PSNR</td>
<td>MSE</td>
</tr>
<tr>
<td>mri.tif</td>
<td>55.76</td>
<td>0.172</td>
</tr>
<tr>
<td>Chestxray.tif</td>
<td>55.129</td>
<td>0.298</td>
</tr>
<tr>
<td>Thumb.jpg</td>
<td>55.804</td>
<td>0.173</td>
</tr>
<tr>
<td>Brain.jpg</td>
<td>54.827</td>
<td>0.214</td>
</tr>
</tbody>
</table>

### Table II Performance Comparison of the Gabor Filter Response of the Images With and Without Windowing Technique on Hexagonal Lattice ($\sigma = 1.5$)

<table>
<thead>
<tr>
<th>Image</th>
<th>Gabor Filter Response With Out Window</th>
<th>Gabor Filter Response With Hanning Window</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>PSNR</td>
<td>MSE</td>
</tr>
<tr>
<td>mri.tif</td>
<td>63.403</td>
<td>0.029</td>
</tr>
</tbody>
</table>
We have proposed an implementation of Gabor filters on the hexagonal lattice for resampling and interpolation. In an earlier paper [37, 38], the benefits of hex Gabor filters were reported for the purpose of filtering, edge detection and registration. In this paper the parameter sigma from 0.5 to 3 is found to satisfy most of the image interpolation requirements as per the results obtained in previous section. For reflected images, we can get enhancement with a unique value of sigma. The X-ray image analysis shows that this is not true for images that contain light scattered pixels.

Interpolation methods using hexsplines and other interpolating functions have a smoothing effect on the image, whereas Gabor three orientation windowed filter show that the edges are better preserved, while keeping the low frequency information intact. It gives best results for the texture images. Therefore this method is ideal for generation of medical atlas from MRI images and for high definition TV.

The image quality obtained with Gabor filter has superior visual quality over their spline counterparts over the hexagonal lattice, leading to high-quality visualization of images (see Figure 6, 9). Notice that the hazy edges are modified to very sharp boundaries.

### REFERENCES


S. Veni received the Master of Engineering degree (Applied Electronics) from the Bharathiar University and AMIE (Electronics and Communication Engineering) from the Institution of Engineers (Calcutta), India in 1997 and 1994 respectively. She is now Assistant Professor at Amrita School of Engineering, Amrita Vishwa Vidyapeetham, Coimbatore, Tamil Nadu, India.

K. A. Narayanankutty received the Master of Engineering degree (Electrical Engineering) and Ph.D. from the Indian Institute of Science, Bangalore, India in 1974 and 1980 respectively. He is now Professor at Amrita School of Engineering, Amrita Vishwa Vidyapeetham, Coimbatore, Tamil Nadu, India.